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TWA Watershed SB 
Non toxic solvent based water repellent formulation 

     
USES 
WATERSHED SB is suitable for all Timber Joinery, 
Plywood, Particleboard, Flooring and Engineered 
Timber Components to give short term weather 
protection on site during installation.  It is also used 
on Western Red Cedar, Class 1 durable timbers or 
treated timbers as a short term water repellent. 
 
DESCRIPTION 
WATERSHED SB is a clear amber coloured 
organic solvent based protective which does not 
colour the wood. WATERSHED SB contains water 
repellents to reduce moisture intake. 
 
STANDARDS 
WATERSHED SB complies with AS 1606/7 "Water 
Repellent Treatment of Timber and Joinery". 
 
COMPATIBILITY & OTHER PROPERTIES 
Painting: Once the solvent has evaporated 
(normally 48 hours) timber can be overpainted with 
most proprietary paint systems, including acrylics.  
In all cases the specific advice of the manufacturer 
should be sought and trials carried out if deemed 
necessary. 
 
Gluing:  Timber may be glued with Resorcinol, 
Phenol/Resorcinol, Urea Formaldehyde or cross-
linked PVA glues.  WATERSHED SB does not 
normally affect cured glue.  In all cases the specific 
advice of the manufacturer should be sought and 
trials carried out if deemed necessary. 
 
Mastics: Most glazing compounds and sealants 
can be used on the protected timber provided the 
specific instructions are adhered to. 
 
Corrosion: WATERSHED SB is non- corrosive to 
metals and metal fittings. 

Flammability: WATERSHED SB uses the latest 
generation of solvents which are of very low 
flammability >64ºC. 
Once the solvent has dried, treated timber is no 
more flammable than untreated timber. 
 
Specific Gravity: 0.8 at 15ºC. 
Concentration: Supplied ready for use. 
Evaporation Rate: 0.010 - 0030 litres per hour, per 
square metre of surface area in free air at 20ºC. 
 
APPLICATION 
Timber should be treated when as much 
woodworking as is possible has been completed.  
This includes all moulding, planing, shaping and, 
where possible, cutting to length.  WATERSHED 
SB may be applied by dipping, brush, roller or 
coarse spray.  Pay particular attention to end grain 
joints. Coverage is 6-8 litres per square metre. 
Clean up with mineral turps. 
 
Should the surface water repellency decline after a 
period of time, apply further coats of WATERSHED 
SB as required. 
 
PRECAUTIONS 
Health and Safety 
This product should be handled in accordance with 
the M.S.D.S. (Material Safety Data Sheet). Care 
should be taken to avoid contact with the skin, 
breathing of any vapour, contact with foodstuffs and 
oral ingestion.  Personal hygiene should be 
observed at all times. 
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STORAGE 
WATERSHED SB has a shelf life of 12 months 
provided temperatures are maintained within the 
range of 18ºC to 30ºC.  Water should not be 
allowed to contaminate WATERSHED SB. 
 
PACKAGING 
WATERSHED SB is available in bulk, 1000, 200 
or 20 litre containers.  Replace lid after use. 
 
TECHNICAL SERVICE 
TWA  provides a technical advisory service on 
all aspects of timber protection. 
 

 

 


